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Complete extrusion line including bin discharger; feeder; double shaft 
conditioner and extrusion barrel 

View of the extrudate cutter and air conveying system 
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Extrudate preassure is distributed 
uniformly around each screw providing 
uniform support of the screws and 
shaft within each barrel reducing the 
screw to barrel-wall contact. 

All barrel elements are constructed of 
heat-treated stainless steel. Injection 
ports along the barrel to measure both 
preassure and temperature level inside 
the barrel.  

ROSAL MABRIK double shaft 
conditioner with differential shaft 
speed that allows combined two-
minutes retention time and optimal 
mixing quality. Our extruders are 
provided with AC variable speed drive 
motors to obtain maximum control of 
the extrusion process 

Variable speed Knife to cut extrudate in 
proper length. All parts manufactured in 
stainless steel. Segmented, jacketed 
heads allow for easy injection of either 
water and steam to control extrusion 
temperatures. Gear reducer provided with 
torque coupling and forced lubrication 
system. 
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Extruder Barrel provided with steam valves Grinded soya forced inlet into barrel 

Die covered by dischager head. 
No cutter is needed 

Gear transmission 



Fish & Pet Extruder RTF Series. General Technical Info

Full Fat Soya DSC Series. General Technical Info

Modelo Kw Screw dim Heads units Dog Food Cat Food Fish Feed 1,5-4 

mm

Fish Feed 5-

10 mm

RT 100 132-160 180 8 5-7 mtph 4,5-5 mtph 2,5-4 mtph 5-7 mtph

RT 200 250-315 210 8 8-12 mtph 6-8 mtph 3-5,5 mtph 8-11 mtph



Main Frame Belt Dryer  Stainless chain tray 
Horizontal Belt dryer. Designed for drying 
of extruded feeds with installation flexibility 
in mind. Capacity range up to 12 tph, 0.8 - 
35 mm pellets  

Designed for uniform drying, heat 
source flexibility, and operating 
efficiency. Conveyor beds are stacked 
one above the other in a single insulated 
enclosure. 

Stainless Hot Air Piping Extrudate feeder

Designed for uniform drying, heat 
source flexibility, and operating 
efficiency. Conveyor beds are stacked 
one above the other in a single 
insulated enclosure. 

The belt is driven by laterally arranged 
idler chains. The plate belt links have a 
perforation adapted to the product.  



Uniform air distribution over the drying 
area ensures uniform drying of each 
extrudate Through better utilisation of the 
drying air the exhaust air quantity is kept to 
a minimum reducing the impact on the 
environment 

The drying air can be heated by either 
gas or steam type heat exchangers. The 
drying air can be either single or 
recirculated to limit the quantity of 
exhaust air and improve efficiency. 

Control of temperature control in each zone 
(60-140 C) Control of retention time 15 - 90 
min.Control of drying air quantities. Fines 
removal system. Air tight construction. 
Modular design, 1, 2, 3, or 4 decks 

Fully insulated cabinetStainless steel 
construction. Gentle handling of 
products. Product size rang of 0,8-40 
mm. Uniform drying og each pellet. 
Excellent control at every step of the 
drying process. Adjustable rention time 



ROSAL, SA-MABRIK, SA 
Solutions where feed is involved! 

Hammermills VRE series Pellet Mill PVR 340 250 kW

Crumbler DR series Double Shaft Mixer 

Feed Mill 40 mtph Feed Mill 80 mtph 

ROSAL Instalaciones Agroindustriales, SA 
C/Roger de Flor s/n 
Polígono can Vinyals 
08130 Santa Perpetua 
Barcelona 
Spain
Tel. +34 935741932 
Mobile: +34 609787756 
www.rosal-feedmills.com
j.rosal@rosal.biz
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